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§ 63.1158 Emission standards for new
or reconstructed sources.

(a) Pickling lines—(1) Continuous pick-
ling lines. No owner or operator of a
new or reconstructed affected contin-
uous pickling line at a steel pickling
facility shall cause or allow to be dis-
charged into the atmosphere from the
affected pickling line:

(i) Any gases that contain HCl in a
concentration in excess of 6 ppmv; or

(ii) HCl at a mass emission rate that
corresponds to a collection efficiency
of less than 99 percent.

(2) Batch pickling lines. No owner or
operator of a new or reconstructed af-
fected batch pickling line at a steel
pickling facility shall cause or allow to
be discharged into the atmosphere
from the affected pickling line:

(i) Any gases that contain HCl in a
concentration in excess of 18 ppmv; or

(ii) HCl at a mass emission rate that
corresponds to a collection efficiency
of less than 97 percent.

(b) Hydrochloric acid regeneration
plants. (1) No owner or operator of a
new or reconstructed affected plant
shall cause or allow to be discharged
into the atmosphere from the affected
plant any gases that contain HCl in a
concentration greater than 12 ppmv.

(2) In addition to the requirement of
paragraph (b)(1) of this section, no
owner or operator of a new or recon-
structed affected plant shall cause or
allow to be discharged into the atmos-
phere from the affected plant any gases
that contain Cl2 in a concentration in
excess of 6 ppmv.

§ 63.1159 Operational and equipment
standards for existing, new, or re-
constructed sources.

(a) Hydrochloric acid regeneration
plant. The owner or operator of an af-
fected plant must operate the affected
plant at all times while in production
mode in a manner that minimizes the
proportion of excess air fed to the proc-
ess and maximizes the process offgas
temperature consistent with producing
usable regenerated acid or iron oxide.

(b) Hydrochloric acid storage vessels.
The owner or operator of an affected
vessel shall provide and operate, except
during loading and unloading of acid, a
closed-vent system for each vessel.
Loading and unloading shall be con-

ducted either through enclosed lines or
each point where the acid is exposed to
the atmosphere shall be equipped with
a local fume capture system, venti-
lated through an air pollution control
device.

§ 63.1160 Compliance dates and main-
tenance requirements.

(a) Compliance dates. (1) The owner or
operator of an affected existing steel
pickling facility and/or hydrochloric
acid regeneration plant subject to this
subpart shall achieve initial compli-
ance with the requirements of this sub-
part no later than June 22, 2001.

(2) The owner or operator of a new or
reconstructed steel pickling facility
and/or hydrochloric acid regeneration
plant subject to this subpart that com-
mences construction or reconstruction
after September 18, 1997, shall achieve
compliance with the requirements of
this subpart immediately upon startup
of operations or by June 22, 1999,
whichever is later.

(b) Maintenance requirements. (1) The
owner or operator of an affected source
shall comply with the operation and
maintenance requirements prescribed
under § 63.6(e) of subpart A of this part.

(2) In addition to the requirements
specified in paragraph (b)(1) of this sec-
tion, the owner or operator shall pre-
pare an operation and maintenance
plan for each emission control device
to be implemented no later than the
compliance date. The plan shall be in-
corporated by reference into the
source’s title V permit. All such plans
must be consistent with good mainte-
nance practices and, for a scrubber
emission control device, must at a min-
imum:

(i) Require monitoring and recording
the pressure drop across the scrubber
once per shift while the scrubber is op-
erating in order to identify changes
that may indicate a need for mainte-
nance;

(ii) Require the manufacturer’s rec-
ommended maintenance at the rec-
ommended intervals on fresh solvent
pumps, recirculating pumps, discharge
pumps, and other liquid pumps, in addi-
tion to exhaust system and scrubber
fans and motors associated with those
pumps and fans;
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